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TEST/INSPECTION REPORT

3. DESCRIPTION/PURPOSE

system requirements,

3.1 The test/inspection repor :
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. DI~-NDTI-B80809B
Block 10, Preparation Instructions (continued)

10.2.2 Table of contants. The table of contents shall identify the
following: . : ,

a. The title and starting page of each major section, paragraph, and

appendix of the report.
b. The page, identifying pumber, and title of each illustration (for

example; £figure, table, photograph, chart, and drawing) .
10.2.3 Introduction. The introduction shall include the following
information: .

10.2.3.1 -~ i i i . fThe specific test/inspection
objective(s) as specified in the contract tasking document.

10.2.3.2 Item(s) tested/ipspected. Complete identification of the item(s)
tested/inspected including the following:

&. Nomenclature. :

b». National stock number.

¢. . Model number, part nunber, and serial number

d. Type of item (for exarple, prototype, production item, laboratory
model) . ' .

e. Serial or lot. number.

f. Applicable engineering changes.

g. Production item specification, 1f applicable.

h. Date of manufacture. - .
10.2.3.3 £/ i .ts. Complete identification of the test/

inspection requirements correlated to contractual requirements-incluaing the
following: : ' .

a. Required test/insbection parameters.
b. Performance requirements, acceptance or compliance limits, and

environmental. criteria.

10.2.4 Summary. Complete test/inspection report summary including the
following:

a. A brief discusgion of the significant test/inspection results,
observations, conclusions. and recommendations covered in greater detail

elsewhere in the report. .
b. Proposed corrective actions and schedules for failures or problems

encountered.
c. Identification of deviations, departures, oOr limitations

encountered, referenced to the contract requirements.
d. Tables, graphs, illustrations, or charts as appropriate to simplify

the summary data.

10.2.5 Reference documents. Complete jdentification of all documents
referenced in the test/inspection repoxt including the following, as
applicable:

a. Prior test/inspection reports on the same item.

b. Test/inspection plans and procedure documents.

c. Prior certifications of compliance.

d. Contractor's file designation where test/inspection rxecords are

maintained.
e. Input parameters used.

The applicable issue of the documents cited therein, including their approval
dates and dates of any applicable amendments, notices, and revisions, shall be

as specified in the contract.
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10.2.6 Body of repart. The body of the test/inspection report shall be as
follows! ]

10.2.6.1 135;_gguinmgn;_;ngnngiigggign Complete jdentification of each item
of test equipment used in the test/inspection including the following:

. Nomenclature.

. Hodel number.

Serial number.
Manufacturer.
Calibration status.

. Accuracy datsa.

Comments, if applicable.

10.2.6.2 WMW Complete
description of the physical set-up used in conducting the test/inspection to

include the following:

umo oD e

a. Location or orientation of the item.

b. Location, orientation, or settings of test equipment and
instrumentation.

c. Location, orientation, or settings of gensors and probes.

d. Location or orientation of interconnections, cables, and hoop-ups.

e. Electrical power, pneumatic, £luidic, and hydraulic requirements.

Drawings, illustrationms, and photographs may pe used for clarification.

10.2.6.3 Test/inspection procedures. Ccomplete description of the procedures
used in conducting the test/inspection to include the following:

a. Item selection and inspection that verified suitability for test/
inspection.

b. Summarized sequence of testing/inspection steps. including a
desceription of how the item was operated during the test/inspection, and any
control conditions imposed.

10.2.6.4 Wﬁﬂmm A copy of all test/inspection
results and analysis to include the following:

10.2.6.4.1 Recorded data. The actual recorded data (for example, log book
entries, oscillographs, instrument readings. plotter graphs). If the recorded
data is extensive, provide it in an appendix.

10.2.6.4.2 . i i Identification. of all test/inspection
results to include the following:

a. Matrices comparing results achieved against test/inspection
cbjectives or requirements.

b. A discussion of these matrices as to their significance, and how
they compare to any prior test/inspections. - :

c. Calculation examples.

d. Discussion of anomalies, deviations., discrepancies, or failures,
including their impact, causas, and proposed corrective actions. The
discussion shall address discrepancies between design reguirements and the
testedsinspected configuration,

10.2.6.5 Copclusions. Tast/inspection conclusions distinguished between
objective and subjective to include the following:

a. The effectiveness of the test/inspection procedures in measuring
item performance.
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. DI-NDTI-80809B
b. The success or failure of the item to maet required test/inspection
objectives, '
¢. The need for repeat, additional, or alternative taszts/inspections.
d. The need for item redesign or further development. :
e. Tha need for improved test/inspection procedurea, techniques, or

facilities. ,
€. The adequacy and completeness of the test/inspection requirements.

10.2.6.¢ Recommendations. Recommendations appropriate to the test/inspection
results and conclusions including the following: :

Acceptability of the item tested/inspected (pass or fail).
~ Additional testing/inspection required.

Raedesign required.

Problem resolution. -

Test/inspection procedure or facility improvements.

Disposition of items tested/inspected.

Documentation changes required.

Testing/inspection improvements.

DT

TQ MO DD

10.2.7 Authentication. The following certifications shall be included, as
applicable:

10.2.7.1 ' . . A statement that the
test/inspection was performed in accordance with applicable test/inspection
plans and procedures, and that the results are true and accurate. The
authentication shall include the signature of the contractor personnel that -
performed the test(s)/inspection(s), a contractor representative authorized to
make such certification, and any government witnesses. )

10.2.7.2 Authentication of prior validation. A statement identifying those
requirements not tested/inspected or measured that were previously validated.
Include identification of the data and method employveé for such validation
(for example, prior test/inspection, analytical verification, equivalent item,
and so on). The authentication shall include the signature of a contractor
representative authorized to make such authentication and any government

witness.
10.2.7.3 i i : bility. A statement that the item tested/
inspected either passed or failed item acceptability requirements. This

authentication shall include the signature of a contractor representative
authorized to make such authentication and any govermment witness,

10.2.8 Apnendices. Appendices shall be used to append detailed
test/inspection data., drawings, photographs, or other documentation too
volumincus to include in the main body of the report. This includes L
referenced documentation not previously provided by the government, and test/
inspection reports from any associated test/inspection activity that may have

performed some of the testing/inspecting requirements.
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